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The two-piece Floor Drain bodies which are designed to be combined with any adjustable strainers offered by JOSAM have proven features which
make them the easiest and quickest drains of this type to install. The clean fine thread which is on all types of adjustable strainers provides uninter-
rupted adjustment at any time during construction up to and including the time the floor is being poured. Exclusive features are described and shown
below. For further details and specifications, refer to the specific series in this section.

SUPER-FLO® Features

WEEPHOLES
Weepholes around double
drainage flange for seepage.

JIFFEE-SET
JOSAM Floor Drains feature JIFFEE-SET connections with MULTI-TITE® service
weight (SV) soil pipe gaskets, conforming to ASTM Standard C564 in 2, 3, and 4
inch sizes for labor-saving assembly to service weight cast iron, no-hub cast iron,
PVC and ABS pipe. Merely lubricate gasket and pipe, set drain in place, push
down until top of pipe contacts built-in stop and the joint is complete.

ADJUSTABLE STRAINERS FOR ALL APPLICATIONS
All adjustable Strainers and Accessories shown in the
Strainer Section can be used with the 30000, 30000-PD,
30000-TSO, 30000-WT and 30500 Series Drain Bodies.
Strainers are offered for all types of floor finishes and
applications. Adjustable strainer and body combinations
are shown so that dimensional data can be obtained for
installation and specification purposes.

COLLAR
Invertible collar provides extra
vertical adjustment for strainer.

KEYHOLE
Keyhole slots assure quick assembly
without removal of bolts.
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TAPPING (Not shown)
Auxiliary inlet tapping for trap seal
primer optional.

THREADS
Heavy collar designed to accept
all JOSAM exclusively threaded
strainers.

WEJLOC®

Exclusive compression "wedge lock"
provides positive non-puncturing bond of
waterproofing membrane to drain.
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