
21500-OR Adjustable Roof Drain

21500-OR Typical Installation

O-ring seal

Features & Benefits
• Can be adjusted multiple times during installation without fear of leaks

• O-ring seal outside of the water path

• 4-1/4” maximum height adjustment is largest offered in the industry

• Tested in accordance with ASME A112.6.4

• For further details please contact your local Josam Representative or visit www.JOSAM.com
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21500-OR Adjustable Roof Drain
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Dimensions are subject to manufacturer’s tolerances and subject to change without notice. 
Josam Company assumes no responsibility for the use of superseded or voided data.

15 1/4

MIN. DECK OPENING
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SIZE
PIPE

ROOF DRAIN

21500-OR

W/ LEVELEZE® ADJUSTABLE EXTENSION
JOSAM 21500-OR SERIES COATED CAST IRON LEVELEZE® ROOF 
DRAIN, LARGE POLYPROPYLENE LOCKING DOME, WEJLOC® NON-
PUNCTURING CLAMP RING WITH INTEGRAL GRAVEL STOP, BOLTED 
SUPPORT RING, ADJUSTABLE TOP, LARGE SUMP WITH WIDE ROOF 
FLANGE AND BOTTOM OUTLET.

5/13/16

2" PIPE SIZE

3" PIPE SIZE

4" PIPE SIZE

5" PIPE SIZE

6" PIPE SIZE

8" PIPE SIZE

10" PIPE SIZE (NO-HUB ONLY)

X -OR O-RING THREADED LEVELEZE® ADJ. EXT.

-CR CLAMPING DRAIN RECEIVER (MIN. DECK OPENING 16")

-VP SECURED DOME

-1 DECK CLAMP ASSEMBLY

-1C DRAIN RECEIVER CLIPS (MIN. DECK OPENING 16")

-2 DRAIN RECEIVER

-3 DECK CLAMP ASY. AND DRAIN RECEIVER

-3C DRAIN RECEIVER AND DRAIN RECEIVER CLIPS

-4 SECONDARY FLASHING CLAMP (-AE & -OR ONLY)

SEPARATE SUBMITTAL FOR THIS OPTION AVAILABLE

THIS DIMENSION IS 5-3/4"
FOR 21508-T

GASKET ON -Y CONNECTION
CONFORMS WITH ASTM-C564

FORMERLY 21000 SERIES

-6 EXTRA WIDE FLANGE DRAIN BODY (-X OUTLET ONLY)

-10 FIXED EXT. COLLAR, CAST IRON. 4" STD.(SPECIFY HEIGHT)

-10-20 FIXED EXT. COLLAR, GALVANIZED. 4" STD. (SPECIFY HEIGHT)

-16*  INTERNAL WATERGUARD (2" THRU 6" OUTLETS ONLY)

-17* 2" HIGH SOLID CLAMPING COLLAR

-19 CLAMP COLLAR W/PERF. STAINLESS GRAVEL GUARD

-20 GALVANIZED CAST IRON PARTS

-21 GALVANIZED CAST IRON DOME ONLY

-22 CAST IRON DOME

-23 ROUGH BRONZE DOME

-26 ALUMINUM DOME

-33 STAINLESS STEEL MESH-COVERED DOME

-66  NO-HUB SIDE OUTLET (2" THRU 6" OUTLETS ONLY)

-T  THREADED OUTLET

-X INSIDE CAULK OUTLET

-Y HUB OUTLET W/GASKET (2", 3" & 4" SIZES ONLY)

-Z NO-HUB SPIGOT OUTLET

WITH (-4)
 CLAMP RING
 MIN. 2-1/2"
 MAX. 4-1/2"

* -16 & -17 CANNOT BE FURNISHED TOGETHER

USE OF SUPERSEDED OR VOID DATA.

SERIES
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NOTESDATE OF LAST CHANGE:
DIMENSIONS ARE SUBJECT TO MANUFACTURERS

TOLERANCES AND CHANGE WITHOUT NOTICE.
WE CAN ASSUME NO RESPONSIBILITY FOR

SPECIFICATION:

O-RING

124 SQ. IN.
DOME FREE AREA

& GRAVEL STOP
WEJLOC CLAMP RING

(-1)
CLAMP

RING &GASKET
BOLTED SUPPORT

COLLAR

DECK

ADJUSTABLE

MIN. 1-3/4

 4 7/8 

4 3/4 MAX
1 MIN

13 3/4 

 MAX. 4-1/4

-X = 5 3/8
-Y = 4 7/8
-Z = 5 1/8
-T = 3 3/4


