
JOSAM Semi-Automatic Grease Interceptors solve the majority of grease interception and handling problems with over 90% efficiency.
Accumulated grease is discharged at the turn of the draw-off handle. Messy grease removal and handling are eliminated.

Semi-Automatic Features

SECURED COVER
White acid-resisting coating, gasketed air and
watertight, bolted non-skid safety pattern top.

DRAW-OFF HOSE
Flexible tubing with bronze fittings provides direct
flow of grease from the grease recovery cone to
draw-off hose during draw-off cycle.

DRAW-OFF VALVE
Brass valve provides positive seal to
interceptor outlet during draw-off cycle.

FLOW CONTROL
Maximum grease interception efficiency
depends upon the proper rate of flow
through the interceptor. The flow control
regulates flow velocity to prevent taxing
the interceptor beyond its rated capacity
and insure 90% or more retention effi-
ciency. A flow control fitting is furnished
with each JOSAM grease interceptor and
must be used as directed.

REMOVABLE BAFFLE (not shown)
Precise placement assures positive direction of flow, reduced turbulence
and accelerated separation of grease into the grease recovery cone.

JOSAM Grease Interceptors are produced in steel to rigid specifications with strict quality control.
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GREASE RECOVERY CONE (not shown)
Integral with cover directs flow of grease into
draw-off hose and connector during grease
removal process.

TRAP
Integral with body, with visible
double wall construction.

BODY
Steel with white acid-resisting coating
inside and outside.
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