
 CARRIER SELECTION AND FIXTURE ROUGHING-IN DIMENSIONS 
 

 TYPE OF 
FIXTURE 

ROUGH-IN 
DIMENSIONS 

CARRIER 
SERIES 

CARRIER MODEL FIXTURE 
MANUFACTURER 

FIXTURE MODEL 

 
 
 
97-12-18  WILLOUGHBY 

OPTIONS 
 

OPTIONS THAT 
AFFECT CARRIER 
SELECTION ARE 
IN BOLD TYPE 

 
 

OPTION 
 

BJ 
 

BS 
 

CM 
 

FA 
 

FM 
 

HC 
 

TS 
 

WO 
 

DEFINITION 
 
Blow jet (blow out) 
 
Back Spud 
 

Carrier 
Mounted 

 
Front Access 
 

Floor Mounted 
 
Handicap 
 
Top Spud 
 
Washout fixture 

requiring 25 psig 
flushing pressure, 
with beehive 
strainer 

 
 

WILLOUGHBY  

16-03-07 SINK See Introduction about 
changes to rough in 
dimensions. 

17560 17560-M1734 WILLOUGHBY ASWLDR-1922 
 
 
 

18-09-21 SINK See Introduction about 
changes to rough in 
dimensions. 

17550 17550-M1731 WILLOUGHBY BHS-3123 
 
 

05-06-24 SINK See Introduction about 
changes to rough in 
dimensions. 

17560-WC 17560-WC WILLOUGHBY CES-912 
 
14 X 14 
 
 

10-06-10 SINK  17720 17720-M1651 WILLOUGHBY CWSSS-1-TMV 
CWSSS-2-IR 
CWSSS-3-TMV-
LSD 
 

12-07-17 SINK  17560 17560-M1650-1 WILLOUGHBY EWSSS-1 
 
 
 



 CARRIER SELECTION AND FIXTURE ROUGHING-IN DIMENSIONS 
 

 TYPE OF 
FIXTURE 

ROUGH-IN 
DIMENSIONS 

CARRIER 
SERIES 

CARRIER MODEL FIXTURE 
MANUFACTURER 

FIXTURE MODEL 

 
 
12-07-17 SINK  17560 17560-M1650-2 WILLOUGHBY EWSSS-2 

 
12-07-17 SINK  17560 17560-M1650-3 WILLOUGHBY EWSSS-3 

 
97-12-18 LAVATORY See Introduction about 

changes to rough in 
dimensions. 

17720 17720-M1470 WILLOUGHBY ES-1012 
ES-1013 
ES-1015 
 
18 X 18 
 
 

17-12-19 LAVATORY See Introduction about 
changes to rough in 
dimensions. 

17720 17720-66-M1759 WILLOUGHBY ES-1015-HC 
 
 

11-08-10 LAVATORY  17560 17560-M1668 WILLOUGHBY HS-1013-46-HC 
 

17-12-19 LAVATORY  17560 17560-M1758 WILLOUGHBY HS-1013-96-RF 
 

10-06-10 LAVATORY/
FOUNTAIN 

 17560 17560-M1649 WILLOUGHBY HS-1014-96-HC 
DF-1015-96-HC 
 

04-11-14 LAVATORY See Introduction about 
changes to rough in 
dimensions. 

17725 17725-M1481 WILLOUGHBY HS-1015-20 
 
20 X 13 
 
 

02-10-10 LAVATORY See Introduction about 
changes to rough in 
dimensions. 

17725 17725-M1455 WILLOUGHBY HS-1310-96-HC 
 
21 X 13 
 
 

97-12-18 URINAL See Introduction about 
changes to rough in 
dimensions. 
 
 

17810 17560-M1527 WILLOUGHBY UW-1412 

13-01-14 URINAL See Introduction about 
changes to rough in 
dimensions. 
 
 

17560 17560-M1528 WILLOUGHBY UW-1814-WO-BS 
UW-1814-WO-TS 
 

13-10-22 LAVATORY  17720 17720-66-M1599 WILLOUGHBY WAW 2322 
WAW 2333 
 

03-05-23 FOUNTAIN  17725 17725-M1597 WILLOUGHBY WAF 3301 
 

03-05-23 FOUNTAIN  17725 17725-M1598 WILLOUGHBY WAF 4401 
 

10-06-10 FOUNTAIN  17560 17560-M1625 WILLOUGHBY WAF 5404 
 

       
16-11-04 LAVATORY  17560 17560-M1737 WILLOUGHBY WBL-2320 

LRBHL-2320 
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 TYPE OF 
FIXTURE 

ROUGH-IN 
DIMENSIONS 

CARRIER 
SERIES 

CARRIER MODEL FIXTURE 
MANUFACTURER 

FIXTURE MODEL 

 
 
10-06-10 LAVATORY  17550 17550-M1609 WILLOUGHBY WEL-2311 

 
17-10-16 LAVATORY  17560 17560-SP1P WILLOUGHBY WAW-2311 

 
20-11-03 LAVATORY  17560 17560-SP1P WILLOUGHBY WICS-2222 

 
14-04-04 LAVATORY  17560 17560 WILLOUGHBY WSB-1911 

 
       
       
       
       
       
       

15-03-13 FOUNTAIN  17550 17550-M1634 WILLOUGHBY WWF 3603 
WWF 4203 
WWF 4204 
WWF 5404 
 

       
       
       
       

 


